Important: This supplement introduces new tools not included in Catalog T-57 and Supplement T-58. 


32150 POWER / GROUND OUTLET 


Provides a Convenient Electrical Ground and 


Power Source from the Vehicle. 

Plug the tool into the cigarette lighter or power accessory 
receptacle. You now have a ground and power source on 
the dash. The plug light will come on to signal the plug is 
properly connected and both power and ground are 
available at the posts. For power, connect to the positive 
(+) terminal. For electrical ground, attach ground wire from 
the instrument to be grounded to the negative (-) terminal. 
32150 Power/Ground Outlet. Skin-packed. Shipping wt. 2. oz. 


26270 Replacement Bulb. Shipping wt. 1 oz. 
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Patent Pending 


49900 GIVI SINGLE SPRING BRAKE TOOL 


Releases Tension on Large GM Single Brake 


Springs so Brakes can be Serviced. 

Several larger, late model GM cars use the heavy single 
brake spring. The spring tension must be released to 
disassemble the brake to replace brake shoes, emergency 
brake cable, or service the brake cylinder. This tool 
engages the single brake spring and quickly releases the 
spring tension. The tool holds the spring in the open 
position so both hands are free to service the brake. 

49900 GM Single Spring Brake Tool. Skin-packed. Shipping wt. 1 Ib. 2 oz. 
49910 Hook. Shipping wt. 1 02. 

49920 Eye Bolt. Shipping wt. 1 02. 

49930 Knob. Shipping wt. 1 oz. 


49940 Nylon Spacer. Shipping wt. 1 oz. 
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Applications: 
1991 to current GM H body: 
Pontiac Bonneville, Buick LeSabre and Olds Delta 88 
1992 to current GM C and U body: 
Buick Electra, Olds 98, Cadillac Fleetwood, Cadillac DeVille, 
Chevy Lumina APV, Pontiac Trans Sport and Olds Silhouette 
1995 to current: 
Chevy Lumina and Chevy Monte Carlo 


Patent Pending 


49700 49800 THIN WRENCH SETS =| -_ peg See 
(SAE / METRIC) oe ee 
For Tight Spots Where Conventional a, a ie a 
Wrenches Won't Fit. wwe See 
Extra thin wrenches work in even the tightest spots. These ae ge 
are great on jam nuts, fuel lines, hydraulic fittings and i ae Oa il 


other applications in confined areas. Wrench thickness on 


smallest three fractional sizes are 1/8", largest three are es Metre cet nceee: $9700 SAE set includes : 
at 2 Py A ‘a rencn oize: a rencn oize: 
5/32" thick. On metric set the thickness on the smallest four 49810 fonnnx tin 49710 3/8" x 7/16" 
wrenches are 1/8", largest two are 5/32" thick. Clam-shell 49820 12mm x 13mm 49720 1/2" x 9/16" 
ckage can be used as a storage tray. 49630 14mm x 15mm 49730__ 5/8" 11/16" _ 
pa g g : y 49840 16mm x 17mm 49740 3/4" x 13/16" 
49700 Thin Wrench Set SAE. Clam-shell. Shipping wt. 1 Ib. 8 oz. 49850 18mm x 19mm 49750 7/8" x 15/16" 
49860 20mm x 21mm 49760 1"x1 1/8" 


49800 Thin Wrench Set Metric. Clam-shell. Shipping wt. 1 Ib. 2 oz. 


Patent Pending 


41950 BRAKE “G” GLIP REMOVAL 
PLIER 


For Emergency Brake Cable Lever Removal. 
This plier makes removal of the “C” clip, found on drum 
brakes, fast and easy. This allows the emergency brake 
cable lever to be removed from the brake shoe for 
replacing. The plier has cushioned handles for comfort. 


41950 Brake “C” Clip Removal Plier. Skin-packed. Shipping wt. 6 oz. 


Patent5,131,127 
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33150 33160 33170 33180 33190 = «<5 
WHEEL BEARING LOCK NUT SOCKETS ((\ e 
LP 


Remove and Install Five Popular Sizes of 
Wheel Bearing Lock Nuts. ROUNDED 


HEX 
Use with 1/2" drive to remove and install wheel bearing lock 

nuts on trucks and vans. Four of the sockets are for the 

rounded hex nuts. One is for the popular 2 1/2" hex nut. 


33150 2 3/8" Round Hex Whl. Bear. Lk. Nut Skt. Clam-shell. Shipping wt. 1 Ib. 9 oz. 
33160 2 1/2" Round Hex Whl. Bear. Lk. Nut Skt. Clam-shell. Shipping wt. 1 Ib. 6 oz. 
33170 2 3/4" Round Hex Whi. Bear. Lk. Nut Skt. Clam-shell. Shipping wt. 1 Ib. 12 oz. 
33180 2 1/2" Hex Whl. Bear. Lock Nut Skt. Clam-shell. Shipping wt. 1 Ib. 10 oz. 
33190 2 9/16" Rnd. Hex Whi. Bear. Lk. Nut Skt. Clam-shell. Shipping wt. 1 Ib. 12 oz. 


33150 
33160 
33170 
33190 


29650 ANTENNA NUT SOCKET SET 


A Fourth Socket for this Popular Set! 

Now, there are four double-ended sockets to fit eight 
common domestic and foreign antenna nuts. The smaller 
three sockets are 7/8" hex and the larger socket is 1 1/4" 
hex. Sockets are made of heat-treated alloy steel for 
strength. New fourth socket fits some Nissan and Toyota 
applications. Complete applications are listed on the 
card. Sockets are also available individually. The new 
29650 supersedes the 29800 3-piece set. 

29650 Antenna Nut Socket Set. Skin-packed. Shipping wt. 12 oz. 

29810 Antenna Nut Socket #1. Mini-pouched. Shipping wt. 2 oz. 

29820 Antenna Nut Socket #2. Mini-pouched. Shipping wt. 2 oz. 

29830 Antenna Nut Socket #3. Mini-pouched. Shipping wt. 5 oz. 


29600 Antenna Nut Socket #4. Mini-pouched. Shipping wt. 2 oz. (new size) 


29830 29820 29810 29600 


Patent Pending 


70860 70880 70900 TAP SOCKETS 


Three New Sizes to Fit Larger Taps. 

Three additional sizes to supplement the 70500 set, extend 
the range to 3/4". Ideal for use where a T handle won't fit, 
especially in restricted areas. For larger, fractional M.C.T.I. 
standard taps. #9 socket is for 5/8" (16mm), #10 is for 
11/16" (18mm) and #11 is for 3/4". 

70860 #9 Tap Socket. Mini-pouched. Shipping wt. 6 oz. 

70880 #10 Tap Socket. Mini-pouched. Shipping wt. 6 oz. 


70900 #11 Tap Socket. Mini-pouched. Shipping wt. 6 oz. 


LisleNo. | Socket # | 
70860 #9 | 5/8" 16mm 480 
| 


360 
406 
3/4" — 590 | 442 Patent 5,213,347 


Fits In. | Fits Metric “| Sq. Size 


70880 #10 11/16" 18mm 542 
70900 #11 
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